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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

20 ( Ta=25℃ , Cold Start )

-

-

60% (min)

110V

220V

110V

220V

Voltage , Frequency

110V

220V

110V

220V

220V

Setting Voltage Range

Norminal Voltage

Temperature Drift

Cross Regulations

Load Regulations

Line Regulations

current

Typ.

Typ.

Inrush Current

Typ.

Leakage Current

Max.

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Power factor

Current

Typ.

Efficiency

Model.Model.Model.Model. VSF15- BBW A

Customer.Customer.Customer.Customer. STANDARD 1 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%]

-

[A]

[mA]

[V] 5

0.75

0.75

40 ( Ta=25℃ , Cold Start )

5

[V] 4.95 ~ 5.05 4.75 ~ 5.25

[A] 0.1 ~ 2.0 0.5

[mV] 25 45

[mV] 50 50

[mV] - -

[mV] 25 25

1

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

Built to meet EN55022-A

-

-

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Remote Sensing

Ripple Max.

Temperature Drift

Hold- up Time Typ.

Ripple & Noise Max.

Turn- on Time Typ.

[mV] 25 25

[mV] 50 50

[mV] 100 100

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

-

-

- -

-

 Work at over 110% of rating and recovers automatically (CH2 Io=100%)

-

-

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

Series operation is passible

Convection cooling

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-

-

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

 - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

 - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- -

Conducted Emission -EmissionEmissionEmissionEmission

1
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

60% (min)

AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

-

-

Temperature Drift

Norminal Voltage

Setting Voltage Range

current

Line Regulations

Load Regulations

Cross Regulations

110V

Typ. 220V

Leakage Current 110V

Max. 220V

Efficiency

Typ.
220V

Power factor 110V

Typ. 220V

Inrush Current

Current 110V

Typ. 220V

Voltage , Frequency

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

VSF15- BCW A

Customer.Customer.Customer.Customer. STANDARD  2 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2
[V]

[A]

[%]

0.2

0.4

-

[A]

[mA]
0.75

0.75

[V] 5 9

40 ( Ta=25℃ , Cold Start )

20 ( Ta=25℃ , Cold Start )

[V] 4.95 ~ 5.05 8.60 ~ 9.40

[A] 0.1 ~ 2.0 0.5

[mV] 25 45

[mV] 50 90

[mV] - -

[mV] 75 135

Model.Model.Model.Model.

2

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

-

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

Over Current Protection

Remote ON.OFF

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

Temperature Drift

Ripple Max.

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

[mV] 75 135

[mV] 50 90

[mV] 100 140

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

-

-

-

-

-

 Work at over 110% of rating and recovers automatically (CH2 Io=100%)

-

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

Series operation is passible

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Built to meet EN55022-A

Size(WxHxD) /  Weight

- - -

Conducted Emission -EmissionEmissionEmissionEmission

2
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

0.75

12

0.75

60% (min)

current

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

Leakage Current 110V

Max. 220V

Norminal Voltage

Setting Voltage Range

Power factor 110V

Typ. 220V

Inrush Current 110V

Typ. 220V

Voltage , Frequency

Current 110V

Typ. 220V

Efficiency
220V

Typ.

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS
SMPS 2012.04.20

VSF15- BDW A

Customer.Customer.Customer.Customer. STANDARD 3 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%]

-

[A]

[mA]

[V] 5

40 ( Ta=25℃ , Cold Start )

20 ( Ta=25℃ , Cold Start )

-

-

[V] 4.95 ~ 5.05 11.40 ~ 12.60

[A] 0.1 ~ 2.0 0.5

[mV] 25 60

[mV] 50 120

[mV] - -

[mV] 75 180

Model.Model.Model.Model.
Product.Product.Product.Product.

3

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

-

 - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

/   DC 500V  100㏁

Series operation is passible

 (3) Output -  F.G

Operating temp. & Humidity

Size(WxHxD) /  Weight

Conducted Emission

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Temperature Drift

Ripple Max.

[mV] 75 180

[mV] 50 120

[mV] 100 170

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

-

-

-

-

-

 Work at over 110% of rating and recovers automatically (CH2 Io=100%)

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-

-

-

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA

-

mm / g 82 X 31.5 X 84(99)

Built to meet EN55022-A

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- Built to meet UL60950-1, EN60950-1

-

/              210

Safety Regulation

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

 - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- -

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission

3
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

220V

Norminal Voltage

Setting Voltage Range

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

110V

Max.

current

Typ. 220V

Inrush Current 110V

Typ. 220V

Leakage Current

Typ. 220V

Efficiency

Typ.

Power factor 110V

220V

Voltage , Frequency

Current 110V

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Model.Model.Model.Model. VSF15- DDW A

STANDARD  4 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%] 60% (min)

-
-

-

[A]
20 ( Ta=25℃ , Cold Start )

40 ( Ta=25℃ , Cold Start )

[mA]
0.75

0.75

[V] 12 12

[V] 11.88 ~ 12.12 11.40 ~ 12.60

[A] 0.1 ~ 0.7 0.5

[mV] 60 60

[mV] 120 120

[mV] - -

[mV] 180 180

Customer.Customer.Customer.Customer.

4

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

Remote ON.OFF

Remote Sensing

Over Current Protection

Over Voltage Protection

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Temperature Drift

Ripple Max.

[mV] 180 180

[mV] 120 120

[mV] 170 170

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

- -

- -

 Work at over 110% of rating and recovers automatically (CH2 Io=100%)

- -

- Series operation is passible

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- - -

Conducted Emission - Built to meet EN55022-A

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission

4
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Model.Model.Model.Model. VSF15- EEW A

Customer.Customer.Customer.Customer. STANDARD 5 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%] 60% (min)

-
-

-

[A]
20 ( Ta=25℃ , Cold Start )

40 ( Ta=25℃ , Cold Start )

[mA]
0.75

0.75

[V] 15 15

[V] 14.85 ~ 15.15 14.25 ~ 15.75

[A] 0.1 ~ 0.5 0.5

[mV] 75 75

[mV] 150 150

[mV] - -

[mV] 225 225

Voltage , Frequency

Current 110V

Typ. 220V

Efficiency
220V

Typ.

Power factor 110V

Typ. 220V

Inrush Current 110V

Typ. 220V

Leakage Current 110V

Max. 220V

Norminal Voltage

Setting Voltage Range

current

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

5

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

[mV] 225 225

[mV] 150 150

[mV] 200 200

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

- -

- -

 Work at over 110% of rating and recovers automatically (CH2 Io=100%)

- -

- Series operation is passible

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- - -

Conducted Emission - Built to meet EN55022-A

Temperature Drift

Ripple Max.

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission

5
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

Efficiency
220V

Typ.

Typ. 220V

Current 110V

Voltage , Frequency

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Model.Model.Model.Model. VSF15- BDB A

Customer.Customer.Customer.Customer. STANDARD 6 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2 CH3CH3CH3CH3
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%] 60% (min)

-
-

-

[A]
20 ( Ta=25℃ , Cold Start )

40 ( Ta=25℃ , Cold Start )

[mA]
0.75

0.75

[V] 5 12 -5

[V] 4.95 ~ 5.05 11.40 ~ 12.60 4.90 ~ 5.10

[A] 0.1 ~ 2.0 0.3 0.3

[mV] 25 60 25

[mV] 50 120 50

[mV] - - -

[mV] 25 180 25

Power factor 110V

Typ. 220V

Inrush Current 110V

Typ. 220V

Leakage Current 110V

Max. 220V

Norminal Voltage

Setting Voltage Range

current

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

6

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

[mV] 25 180 25

[mV] 50 120 50

[mV] 100 170 100

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

- -

 Work at over 110% of rating and recovers automatically (CH2,3 Io=100%)

- -

- -

- Series operation is passible

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- - -

Conducted Emission - Built to meet EN55022-A

Temperature Drift

Ripple Max.

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission

6
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Model.Model.Model.Model. VSF15- DD A

Customer.Customer.Customer.Customer. STANDARD 7 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2 CH3CH3CH3CH3
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%] 60% (min)

-
-

-

[A]
20 ( Ta=25℃ , Cold Start )

40 ( Ta=25℃ , Cold Start )

[mA]
0.75

0.75

[V] 5 12 -12

[V] 4.95 ~ 5.05 11.60 ~ 12.40 11.60 ~ 12.40

[A] 0.1 ~ 2.0 0.3 0.2

[mV] 25 60 60

[mV] 50 120 120

[mV] - - -

[mV] 15 180 180

Voltage , Frequency

Current 110V

Typ. 220V

Efficiency
220V

Typ.

Power factor 110V

Typ. 220V

Inrush Current 110V

Typ. 220V

Leakage Current 110V

Max. 220V

Norminal Voltage

Setting Voltage Range

current

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

7

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

[mV] 15 180 180

[mV] 50 120 120

[mV] 100 170 170

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

- -

 Work at over 110% of rating and recovers automatically (CH2,3 Io=100%)

- -

- -

- Series operation is passible

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- - -

Conducted Emission - Built to meet EN55022-A

Temperature Drift

Ripple Max.

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission

7
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MODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNELMODEL/ CHANNEL
INPUTINPUTINPUTINPUT

OUTPUTOUTPUTOUTPUTOUTPUT

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS

Product.Product.Product.Product. SMPS 2012.04.20

Model.Model.Model.Model. VSF15- EE A

STANDARD 8 /  8

Unit.Unit.Unit.Unit. CH1CH1CH1CH1 CH2CH2CH2CH2 CH3CH3CH3CH3
[V] AC100-240(AC85-264), 50/60Hz(47-440) or DC125-370V(Universal Input)

[A]
0.4

0.2

[%] 60% (min)

-
-

-

[A]
20 ( Ta=25℃ , Cold Start )

40 ( Ta=25℃ , Cold Start )

[mA]
0.75

0.75

[V] 5 15 -15

[V] 4.95 ~ 5.05 14.50 ~ 15.0 14.4 ~ 15.6

[A] 0.1 ~ 2.0 0.3 0.2

[mV] 25 75 75

[mV] 50 150 150

[mV] - - -

[mV] 50 150 150

Voltage , Frequency

Current 110V

Typ. 220V

Efficiency
220V

Typ.

Power factor 110V

Typ. 220V

Inrush Current 110V

Typ. 220V

Leakage Current 110V

Max. 220V

Norminal Voltage

Setting Voltage Range

current

Line Regulations

Load Regulations

Cross Regulations

Temperature Drift

Customer.Customer.Customer.Customer.

8

FunctionFunctionFunctionFunction

ElectricalElectricalElectricalElectrical

IsolationIsolationIsolationIsolation

EnvironmentEnvironmentEnvironmentEnvironment

DimensionDimensionDimensionDimension

SafetySafetySafetySafety

서식번호 BR - 41 ('2005, 6, 1) REV-3

[mV] 50 150 150

[mV] 80 120 120

[mV] 100 200 200

[ms] 100 (AC IN  110V, Io=100%)

[ms]  10 (AC IN  110V, Io=100%)

[V] -

[A]

- -

 Work at over 110% of rating and recovers automatically (CH2,3 Io=100%)

- -

- -

- Series operation is passible

- Convection cooling

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 1.5KV 1min, cut-off: 10mA /   DC 500V  100㏁

- AC 0.5KV 1min, cut-off:10mA /   DC 500V  100㏁

-  - 10 ~ 50℃(Required Derating),  20 ~ 90% RH  (Non Condensing)

-  - 20 ~ 75℃,  20 ~ 90% RH  (Non Condensing)

- 10~55Hz at 1G 3minutes period, 30minutes along X,Y and Z axis

mm / g 82 X 31.5 X 84(99) /              210

Safety Regulation - Built to meet UL60950-1, EN60950-1

Size(WxHxD) /  Weight

- - -

Conducted Emission - Built to meet EN55022-A

Temperature Drift

Ripple Max.

Ripple & Noise Max.

Turn- on Time Typ.

Hold- up Time Typ.

Over Voltage Protection

Over Current Protection

Remote ON.OFF

Remote Sensing

Power Fail Signal

Parallel/ Series Operation

Cooling /  O.T.P

 (1) Input -  Output

 (2) Input -  F.G

 (3) Output -  F.G

Operating temp. & Humidity

Storage temp. & Humidity

Vibration

EmissionEmissionEmissionEmission
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